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Only data collected using test methods com-
patible with ERT are subject to this require-
ment to be submitted electronically into
EPA’s WebFIRE database.

§60.2240 Can reporting dates be
changed?

If the Administrator agrees, you may
change the semiannual or annual re-
porting dates. See §60.19(c) for proce-
dures to seek approval to change your
reporting date.

TITLE V OPERATING PERMITS

§60.2242 Am I required to apply for
and obtain a title V operating per-
mit for my unit?

Yes. Each CISWI unit must operate
pursuant to a permit issued under sec-
tion 129(e) and title V of the Clean Air
Act by the later of the two dates in
paragraphs (a) and (b) of this section.

(a) Thirty-six months after December
1, 2000.

(b) The effective date of the title V
permit program to which your unit is
subject. If your unit is subject to title
V as a result of some triggering re-
quirement(s) other than this subpart
(for example, being a major source),
then your unit may be required to
apply for and obtain a title V permit
prior to the deadlines noted above. If
more than one requirement triggers
the requirement to apply for a title V
permit, the 12-month timeframe for fil-
ing a title V application is triggered by
the requirement which first causes the
source to be subject to title V.

EFFECTIVE DATE NOTE: At 76 FR 15461, Mar.
21, 2011, §60.2242 was revised, effective May
20, 2011. At 76 FR 28661, May 18, 2011 the
amendment was delayed indefinitely. For
the convenience of the user, the added and
revised text is set forth as follows:

§60.2242 Am I required to apply for and ob-
tain a Title V operating permit for my
unit?

Yes. Each CISWI unit and air curtain in-
cinerator subject to standards under this
subpart must operate pursuant to a permit
issued under Section 129(e) and Title V of the
Clean Air Act.

AIR CURTAIN INCINERATORS

§60.2245 What is an air curtain incin-
erator?

(a) An air curtain incinerator oper-

ates by forcefully projecting a curtain

§60.2250

of air across an open chamber or open
pit in which combustion occurs. Incin-
erators of this type can be constructed
above or below ground and with or
without refractory walls and floor. (Air
curtain incinerators are not to be con-
fused with conventional combustion
devices with enclosed fireboxes and
controlled air technology such as mass
burn, modular, and fluidized bed com-
bustors.)

(b) Air curtain incinerators that burn
only the materials listed in paragraphs
(b)(1) through (3) of this section are
only required to meet the requirements
under ‘‘Air Curtain Incinerators”
(§§60.2245 through 60.2260).

(1) 100 percent wood waste.

(2) 100 percent clean lumber.

(3) 100 percent mixture of only wood
waste, clean lumber, and/or yard waste.

§60.2250 What are the emission limita-
tions for air curtain incinerators?

(a) Within 60 days after your air cur-
tain incinerator reaches the charge
rate at which it will operate, but no
later than 180 days after its initial
startup, you must meet the two limita-
tions specified in paragraphs (a)(1) and
(2) of this section.

(1) The opacity limitation is 10 per-
cent (6-minute average), except as de-
scribed in paragraph (a)(2) of this sec-
tion.

(2) The opacity limitation is 35 per-
cent (6-minute average) during the
startup period that is within the first
30 minutes of operation.

(b) Except during malfunctions, the
requirements of this subpart apply at
all times, and each malfunction must
not exceed 3 hours.

EFFECTIVE DATE NOTE: At 76 FR 156461, Mar.
21, 2011, §60.2250 was revised, effective May
20, 2011. At 76 FR 28661, May 18, 2011 the
amendment was delayed indefinitely. For
the convenience of the user, the revised text
is set forth as follows:

§60.2250 What are the emission limitations
for air curtain incinerators?

Within 60 days after your air curtain incin-
erator reaches the charge rate at which it
will operate, but no later than 180 days after
its initial startup, you must meet the two
limitations specified in paragraphs (a) and
(b) of this section.

(a) Maintain opacity to less than or equal
to 10 percent opacity (as determined by the
average of three 1-hour blocks consisting of
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§60.2255

ten 6-minute average opacity values), except
as described in paragraph (b) of this section.

(b) Maintain opacity to less than or equal
to 35 percent opacity (as determined by the
average of three 1-hour blocks consisting of
ten 6-minute average opacity values) during
the startup period that is within the first 30
minutes of operation.

§60.2255 How must I monitor opacity
for air curtain incinerators?

(a) Use Method 9 of appendix A of
this part to determine compliance with
the opacity limitation.

(b) Conduct an initial test for opacity
as specified in §60.8.

(c) After the initial test for opacity,
conduct annual tests no more than 12
calendar months following the date of
your previous test.

§60.2260 What are the recordkeeping
and reporting requirements for air
curtain incinerators?

(a) Prior to commencing construc-
tion on your air curtain incinerator,
submit the three items described in
paragraphs (a)(1) through (3) of this
section.

(1) Notification of your intent to con-
struct the air curtain incinerators.

(2) Your planned initial startup date.

(3) Types of materials you plan to
burn in your air curtain incinerator.

(b) Keep records of results of all ini-
tial and annual opacity tests onsite in
either paper copy or electronic format,
unless the Administrator approves an-
other format, for at least 5 years.

(c) Make all records available for
submittal to the Administrator or for
an inspector’s onsite review.

(d) You must submit the results
(each 6-minute average) of the initial
opacity tests no later than 60 days fol-
lowing the initial test. Submit annual
opacity test results within 12 months
following the previous report.

(e) Submit initial and annual opacity
test reports as electronic or paper copy
on or before the applicable submittal
date.

(f) Keep a copy of the initial and an-
nual reports onsite for a period of 5
years.

EFFECTIVE DATE NOTE: At 76 FR 15461, Mar.
21, 2011, §60.2260 was amended by revising
paragraph (d), effective May 20, 2011. At 76
FR 28661, May 18, 2011 the amendment was
delayed indefinitely. For the convenience of
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the user, the revised text is set forth as fol-
lows:

§60.2260 What are the recordkeeping and
reporting requirements for air curtain in-
cinerators?

* * * * *

(d) You must submit the results (as deter-
mined by the average of three 1-hour blocks
consisting of ten 6-minute average opacity
values) of the initial opacity tests no later
than 60 days following the initial test. Sub-
mit annual opacity test results within 12
months following the previous report.

* * * * *

DEFINITIONS

§60.2265 What
know?

definitions must I

Terms used but not defined in this
subpart are defined in the Clean Air
Act and subpart A (General Provisions)
of this part.

Administrator means the Adminis-
trator of the U.S. Environmental Pro-
tection Agency or his/her authorized
representative or Administrator of a
State Air Pollution Control Agency.

Agricultural waste means vegetative
agricultural materials such as nut and
grain hulls and chaff (e.g., almond, wal-
nut, peanut, rice, and wheat), bagasse,
orchard prunings, corn stalks, coffee
bean hulls and grounds, and other vege-
tative waste materials generated as a
result of agricultural operations.

Air curtain incinerator means an in-
cinerator that operates by forcefully
projecting a curtain of air across an
open chamber or pit in which combus-
tion occurs. Incinerators of this type
can be constructed above or below
ground and with or without refractory
walls and floor. (Air curtain inciner-
ators are not to be confused with con-
ventional combustion devices with en-
closed fireboxes and controlled air
technology such as mass burn, mod-
ular, and fluidized bed combustors.)

Auxiliary fuel means natural gas,
liquified petroleum gas, fuel oil, or die-
sel fuel.

Bag leak detection system means an in-
strument that is capable of monitoring
particulate matter loadings in the ex-
haust of a fabric filter (i.e., baghouse)
in order to detect bag failures. A bag
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